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To be able to send you a proper quotation, we appreciate if you could answer the following questions and  

return the form by e-mail or fax to your preferred Sales office: 

INSULCON B.V. info@insulcon.com  +31 (0)167-566263 
KERAMAB N.V.  sales@keramab.com  +32(0) 3 711.08.56 
INSULCON GmbH insulcongmbh@insulcon.com +49(0) 2162 24960-29 
 
We will contact you shortly afterwards 

 
 
 
 
 
 
 

 
In general 
1.1 For which industry is this enquiry?  Shipping Off‐shore  Others 
 
 
1.2 Is the enquiry for a new development? Yes  No 
 
1.2.1 If yes, which material will be currently used?  
 
 
1.2.2 If yes, who is the current supplier?  
 
 
1.3 Why interest in an quotation from us? Quality issues 

Current price 
Others 

 
1.4 Type of industry: 

Shipping  Buildings 
Off‐shore  Transport 
Fire doors  Others 

 
Application 
1. What is the application?  
 
 
  

Customer  

Contact person  

E-mail  

Telephone number  

Account number  

Quote number  
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2. What kind of fire resistance rating is required? 

B15  A30  H30  Fire resistant both sides 
B30  A60  H60  Jet Fire 
High Speed Craft  Others    (EN / DIN norm) 

 
Application for: 

Aluminium Steel  Composite 
 
3. Which is the certified organisation?  (The organisations should accept each other certifications) 
 
 
4. Will the product be tested?   Yes   No 
If yes, what will be the fire resistant curve? Basic fire curve  Hydrocarbon fire curve 
 
5. What is the maximum required thickness of the insulation system?  
 
 
6. Should the insulation system be flexible or rigid?  
 
 
7. Is a construction drawing available?  
 
 
8. What is the lead time‐line of the project? 
 
 
9. What is the potential / target for the project?  
 
 
Others 
* Customer is willing in taking part in R&D projects?    Yes  No 
* Test facilities at Insulcon B.V. – Steenbergen – the Netherlands  Yes  No 
* Required lead time for quotation? 
 
Remarks 
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